YJ-TTK Tank tube kit Contents.
1. Rigid Nylon tube

1. Flex tube, €'

1. Bulk head union

1. Brass Coupler used for weight
1. 90 degree Elbow

Tank

90 Tube fitting
<If needed>

%

Take note of this dimension
as "Tank Height" for Tank Calibration
Plastic Tube

3/8" NPT Bulkhead
Tube Fitting

Brass Weight D

o . . < o+

1" to 2" from bottom
For Grey and Black tank

Flexible line should loop above tank
if possible. Use 90 degree Elbow
if needed.

Secure 3/8 Tube Bulkhead fitting in top of tank
If necessary, a bushing can be used.

For Black and Grey tanks, Size Plastic Tube w/Brass

Weight so it is at least 1" from Bottom of tank.

For the Fresh Water tank, size Plastic tube so it is just above
Outlet port going to the Water pump. This will show the tank
empty before the water level is below the intake for the pump
preventing a dry run situation.

Be sure all tube connections are secure.
If the tank display show correct levels,
but slowly drops over time, check all tube
connections for leaks.

The Tank Height dimension will be used in Tank calibration.
Once the tank is calibrated, it should never need re-calibration
unless the tank height changes.

Record Tank Height here:
FRESH:

GREY:

BLACK:

Flexible tube connects
to Monitor System



